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Clear sound Deep bass

Specifications in-ear: 

Sensitivity:         99dB ±3dB @ 1 kHz
Frequency response:        20Hz – 20kHz
Impedance:        32 ohm±15%
Driver setup:        2-way Hybrid 
Crossover:         2-way 
Features:        2-pin socket
Average attenuation:        26dB
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Bluetooth chip:   QCC3020
Bluetooth format support:  SBC/AAC/aptX
Bluetooth version:   5.0
Bluetooth range:   10m
Battery life:   8 hours
Standby time:   180 hours
Charging time: approx.  1.5H
Output power:   5mW（32Ω）
Charging connector:   micro-USB
Weight (single unit):   6.5g

Purchase Note
*Due to the limitations of the Qualcomm QCC3020 chip adopted by the 
UTWS1, altough we have made a lot of improvements, there will still be a 
slight soft rustling background noise wit high sensitivity earphones (above 
105dB), which will be covered by music when playing music normally. So if you 
are particularly sensitive to the noise floor, please think carefully before 
buying. Thank you for your cooperation and understanding.

*It is not recommended to switch frequently between the 2pin cables and the 
2pin bluetooth modules on the in-ear speaker. This can cause cable breaches 
and/or 2pin connection problems.

Warranty Terms and Conditions
1 year warranty 
*warranty is null and void under the following circumstances:
-Defect or damage caused by improper operations such as vibrating, bumping, falling to the ground, 
buckling, ecessive pulling, etc.
-Defects or damage caused by disassembly of the product by user or unauthorized repair personnel.
-Unable to provide proof of purchase, such as purchase invoice
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